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Carbonized, Vertical ™

SOLID (FRS-3&6-VC?)
ENGINEERED (FRE-15-137-VC)

Available in_both Engineered and Solid, our Carbonized. Vertical
Bamboo features micro lines for‘a.very lineal and modern design.

SOLID ENGINEERED
DIMENSIONS

R T i e e 3-3/4”(96mm) 5-3/8” (137mm)
B R . o i 38&76”(1930mm) ... Fixed 73" (1850mm)

.5/8%(15mm) 5/8% (15mm)
M aNEgoe] LalSfiel- 50wt 1/8”(4mm)

STYLE

.Smooth
Micro-Bevel

UV Cured Polyurethane
Glossiu Satin Finish
Adhesive

INSTAELATION

21.93’ (2.04m?)
921.1’ (85.68m?)

All dimensions are rounded to nearest standard US
measurement. For precise sizes refer to individual product
spec sheet by visiting www.Allwoodgrp.com, or by scanning
the QR code to the left. *Not FloorScore Certified.

At Allwood, we embrace the beauty and variation created by nature. While every
sample is created directly from stock, it is not possible to display all variations
in color and character in each sample. Always make sure to approve the actual
flooring before installation, not just the sample. Every plank is unique which is one
of the things we love about what we do. Allwood quality is backed with a Lifetime
Structural Warranty and a 25 Year Finish Warranty.
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