
|  Product Specs
At Allwood, we embrace the beauty and variation created by nature. While every 
sample is created directly from stock, it is not possible to display all variations 
in color and character in each sample. Always make sure to approve the actual 
flooring before installation, not just the sample. Every plank is unique which is one 
of the things we love about what we do. Allwood quality is backed with a Lifetime 
Structural Warranty and a 25 Year Finish Warranty.

All dimensions are rounded to nearest standard US 
measurement. For precise sizes refer to individual product 
spec sheet by visiting www.Allwoodgrp.com, or by scanning 
the QR code to the left.

Photosensitivity is a wood’s natural reaction when exposed 
to light. Many species of wood (like Brazilian Cherry, Teak, 
and even Oak to a degree) change color, lighten, or patina 
when placed in the sun. The affect is most noticeable when 
an object; like a couch, table or a rug, casts a sharp shadow 
onto the floor.

When you move the furniture, a ghost of the shadow may be 
left behind. But don’t worry, your floors aren’t damaged and 
it isnt permanent. The color will fade to match the rest of the 
floor in just a few days.

Walnut is particularly photosensitive. And because Walnut is so 
dark to begin with, the change can be much more dramatic.

If you are considering Walnut, it’s important to be aware 
this species of wood is prone to color/shade changes 
after exposure to sunlight, and may differ greatly from 
flooring new from the box.

American Walnut
5 INCH (FRE-114-3-5-AW)
7 INCH (FREB-7-AW)

American black walnut is considered by many to be the domestic 
exotic. Warm chocolate tones are entwined with light sapwood 
to create a mysterious and welcoming floor.

Light Sensitive Species

  5 INCH 7 INCH

DIMENSIONS
 Width: ...............................5” (127mm).......................... 7-1/2” (190mm)
 RL-Length: ........................48” (1200mm) ......................... 75” (1900mm)
 Thickness:.........................9/16” (14mm) ..........................9/16” (14mm)
 Wear(Face) Layer: .............1/8” (3mm) ..................................1/8” (3mm)

STYLE
 Species: ...................................................................................... Walnut
 Structure: ..................Engineered Multi-Layer Eucalyptus, End Matched
 Grade: ............................................................................Light Character
 Surface Texture: ................Smooth ...................................Wire Brushed
 Edge: .................................................................................. Micro-Bevel

FINISH & ADHESIVE
 Coating: ........................UV Cured Polyurethane ....... UV Cured Lacquer
 Gloss: ........................... Satin Finish ...................................Matte Finish
 Adhesive: ...................... CARB Phase 2 & EPA TSCA Title VI Compliant

INSTALLATION
 Install Method: .............................................. Glue, Nail, Staple or Float
 Radiant Heat: ................................................................................... Yes
 SqFt/Box: .........................26.22’ (2.44m2) ....................... 31.09’ (2.8m2)


